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Objective: Closure of the landfill
Schneidenbach, surface
sealing cell

Location: Schneidenbach

Client: Waste Management
Centre Vogtland

Beneficiary: Waste Management
Centre Vogtland

Year: 2008

Services provided:

Phases

Settlement prediction
Evaluation of stability
Design and approval planning

Content

Surface sealing of the municipal solid waste cell on the area of the landfill body and mineral surface
sealing in the area of landfill body, gasification of the landfill, surface water collection, greening of the
landfill body, construction of the landfill maintenance facility.

- Approx. 46.000 m* surface sealing of the municipal solid waste cell,

- Approx. 10.000 m* mineral surface sealing,

- Design of 2 gas wells for the passive landfill gas discharge,

- Relocation of approx. 670 m pipeline for the passive landfill gas discharge

- Design of approx. 1.770 m drainage ditches for discharge of surface water from the landfill area,

- Approx. 50.000 m” recultivation of landfill body by grass seeds and relocation of erosion protective
mats,

- Design of a leachate infiltration ditch at the landfill upstream area over the length of approx. 340 m
incl. construction of 6 PEHD-shaft buildings,

- Design of a leachate infiltration ditch at the landfill upstream area over the length of approx. 55 m
incl. construction of one PEHD-shaft buildings,

- Construction of a landfill bypass roads in the area of around 6.400 m?

- Development and measuring of 16 settlement levels to monitor the deformation behaviour of the
landfill within the aftercare period

- Development and measuring of 27 settlement levels to monitor the deformation behaviour of the
landfill within the aftercare period
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Regelaufbau der Oberfldchenabdichtung coberhalb 374 mNN

auBerhalb Gasverteilerfldche im Bereich der Gasverteilerfldche
der passiven Entgasung der passiven Entgasung
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Detaildarstellung Ausbildung des BdschungsfuBes
Querschnitt 0+100 siidlicher Deponiebereich
unterhalb 374 mNN

Rassnansaal

Detaildarstellung Ausbildung des BdschungsfuBes
Querschnitt 0+200 siidlicher Deponiebereich
oberhalb 374 mNN
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